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PCA ENGINEERING, INC.

177 ROYAL AVENUE ¢ P.O. BOX 227 « HAWTHORNE, NEW JERSEY 07507-9227
, Telephone 201-427-8540 ¢ Boston 617-659-7793
£ rEsTiNG TELEX: 219715

ENGINEERING ¢ CORROSION CONTROL ¢ TESTING <+« MATERIALS <+ DIVING <+« ENVIRONMENTAL SERVICES

Januaty 20, 1987

ERT
696 Virginia Road
Concord, MA (07142

Att: Mr. J. Lawson, P.G.

Re: Pipeline Tightness Test
Unifirst Corp.
Woburn, Massachusetts
PCA Job No. 1718

Dear Sir:

Please find the attached data sheet containing the results of

the pipeline tightness test performed on January 13, 1987 at Unifirst
Corporation in Woburn, Massachusetts.

The 2-inch steel pipe under test had been used as a fill line for
a recently removed storage tank that had been located inside the
warehouse. The remaining section of this line is approximately 2 feet
long running through the building foundation. At the time of the survey,
the ends were found plugged with concrete.

The concrete plugs were removed and each end capped. The line
was filled with water and pressurized. Gauging connected through one
of the caps allowed for continuous monitoring of the hydrostatic pressure

developed in the pipe. The data enclosed lists the pressure measure-
ments recorded during the test.

The results show this section of piping is tight.

If you have any questions or require additional information, please
do not hesitate to contact us.

Very truly yours,
PCA ENGINEERING, INC.

%
BERTRAM J. PHILLIPS

BJP:Jaz
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